
The Sound That Will Move You

ECS-SS82
Edgeless In-Ceiling Speaker

The SweetSpot ECS-SS82 dual aimed in-ceiling speaker is designed speci�cally for those who are particular 
about musical staging and directional sound. Built with the highest quality materials, crossovers, tweeters 
and driver commponents, the SweetSpot speakers have the ability to deliver a precise sound stage without 
side e�ects such as echoes, rattles, or refractions commonly found in manually aimed speakers.

The SweetSpot’s simpli�ed grille installation uses NEO magnets to pull the grille into position, providing an 
even and clean �t. 

ECS-SS82 FEATURES:
• Up to 20˚ angled SweetSpot
• Echo control R435 sound absorbing material
• Easy adjustment bass/treble trim
• Easy Turn-N-Lock™ mechanism
• Magnetically attached grille
• Elaborate crossover network
• Gold plated, spring loaded terminals
• Silk dome 1” swiveling NEO tweeters
• Precision polypropylene woofer
• Rough-in kit ready (kit #: RK-SS8)



Cinénova G7BR Information
Bridgeable 7 Channel Amplifier

DIMENSIONS

SPECIFICA

INTENDED USES:

TIONS

High-end 5.1/7.1 Home theater

Custom Integrators, Contractors &
Retailers

Recording Studios and Clubs

The Sound That Will Move You

7 Channels Number of Channels

Amplifier Power

Face plate (W x H)

Chassis  (W x D x H)

W
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19” x  6 3/4” (483 x 173 mm)

9 3/8” x 171/4” x19 1/2” (238 x 438 x 495mm)

360  Watts@ 8-Ohm, all channels driven
610 Watts@ 4-Ohm, all channels driven
810 watts@ 2-Ohm all channels driven

Earthquake Sound Corporation
2727 McCone Avenue, Hayward, CA

www

Power Handling   30-300 Watts

Frequency Response  30Hz-30kHz

Mid-Range    Six 3” low mass poly cone midbass

Tweeter    One 1” silk dome NEO tweeters

ECS-SS82 Information
Edgeless In-Ceiling Speaker

• Home Theaters
• Hallways
• Meeting rooms
• Atriums 
• New construction
• Retrofit Applications

SPECIFICATIONS:

INTENDED USE:

DIMENSIONS:

Outer Diameter   10 1/2” (267mm)

Cut Out Diameter   9 1/2” (240mm)

Mounting Depth   4 7/8” (124mm)


